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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 615TL
TRACTOR FAMILY/SERIES
LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 1500 mm from bucket pivot point, lb. (kg)
Breakout force @ 1500 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Workmaster 45, Workmaster 55
Standard
9.25 (2819)
6.8 (2073)
4 (102)
3461 (1570)
1950 (885)
43 (1092)
23
43
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 625TL
TRACTOR FAMILY/SERIES
LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 1500 mm from bucket pivot point, lb. (kg)
Breakout force @ 1500 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Workmaster 65, Workmaster 75, TT60A, TT75A
Standard
10.5 (3200)
8.3 (2530)
4 (102)
3,450 (1565)
4,670 (2119)
31 (787)
24
37
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 630TL
TRACTOR FAMILY/SERIES

T4020, T4030,
TNA/DA Series (3 Cylinder)

TD4040F

T4030F, T4040F

T4050F, T4060F

LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
9.9 (3020)
7.2 (2190)
5.9 (150)
1,782 (810)
3,190 (1,450)
37.4 (950)
86.3 (2,192)
42
52

Standard
9.8 (2987)
7.1 (2164)
6.3 (160)
1,782 (810)
3,190 (1,450)

SuperSteer™
9.9 (3020)
7.2 (2190)
5.9 (150)
1,782 (810)
3,190 (1,450)
37.4 (950)
82.3 (2090)
47
47

SuperSteer™
9.9 (3020)
7.2 (2190)
6.3 (160)
1,782 (810)
3,190 (1,450)
35.1 (892)
82.7 (2101)
47
47

LOADER TYPE - MECHANICAL SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
9.9 (3020)
7.2 (2190)
5.9 (150)
2552 (1158)
3366 (1527)
37.4 (950)
86.3 (2,192)
42
52

Standard
9.8 (2987)
7.1 (2164)
6.3 (160)
2552 (1158)
3366 (1527)

SuperSteer™
9.9 (3020)
7.2 (2190)
6.3 (160)
2552 (1158)
3366 (1527)
37.4 (950)
82.3 (2090)
47
47

SuperSteer™
9.9 (3020)
7.2 (2190)
6.3 (160)
2552 (1158)
3366 (1527)
35.1 (892)
82.7 (2101)
47
47

85.1 (2162)
49
45

85.1 (2162)
49
45
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 635TL
TRACTOR FAMILY/SERIES

T4040, T4050, TNA/DA (4 Cylinder)

TD5030, TD75D, TD80D

LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
10.8 (3291)
8 (2438)
6.3 (160)
2,046 (928)
3,564 (1617)
35.1 (892)
88.3 (2243)
45
47

Standard
10.8 (3291)
7.9 (2408)
5.9 (150)
2,046 (928)
3,564 (1617)

LOADER TYPE - MECHANICAL SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
10.8 (3291)
8 (2438)
6.3 (160)
2,486 (1128)
3,080 (1397)
35.1 (892)
88.3 (2243)
45
47

Standard
10.8 (3291)
7.9 (2408)
5.9 (150)
2,486 (1128)
3,080 (1397)

85.1 (2162)
42
50

85.1 (2162)
42
50
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 640TL
TRACTOR FAMILY/SERIES

T5000, TLA

TD5050, TD95D

LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
11.4 (3474)
8.7 (2652)
6.3 (160)
2,354 (1068)
3,982 (1860)
36.6 (930)
89 (2261)
44
49

Standard
11.4 (3474)
8.7 (2652)
6.3 (160)
2,288 (1038)
3850 (1746)
36.6 (930)
87.9 (2233)
43
50

LOADER TYPE - MECHANICAL SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
11.4 (3474)
8.7 (2652)
6.3 (160)
2,882 (1307)
3,498 (1587)
36.6 (930)
89 (2261)
44
49

Standard
11.4 (3474)
8.7 (2652)
6.3 (160)
2,794 (1267)
3,388 (1537)
36.6 (930)
87.9 (2233)
43
50
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 645TL
TRACTOR FAMILY/SERIES

TS6020, TS6030

LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
12 (3658)
9.3 (2835)
6.3 (160)
2,398 (1088)
3,894 (1766)
35.5 (902)
89.4 (2271)
43
49

LOADER TYPE - MECHANICAL SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
12 (3658)
9.3 (2835)
6.3 (160)
2,970 (1347)
3,476 (1577)
35.5 (902)
89.4 (2271)
43
49
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

600TL VALUE LOADER SERIES

MODEL 655TL
TRACTOR FAMILY/SERIES

T4.75

LOADER TYPE - NON-SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
10.5 (3200)
7.8 (2377)
8.3 (211)
2,478 (1124)
3,732 (1693)
39.5 (1003)
90.7 (2304)
45
60

LOADER TYPE - MECHANICAL SELF LEVELING
Axle type
Max. lift height, ft. (mm)
Dump clearance, ft. (mm)
Digging depth, in. (mm)
Lift capacity @ 800 mm from bucket pivot point, lb. (kg)
Breakout force @ 800 mm from bucket pivot point, lb. (kg)
Reach @ maximum lift, in. (mm)
Reach @ ground level, in. (mm)
Bucket rollback angle, degrees
Bucket dump angle, degrees

Standard
10.5 (3200)
7.8 (2377)
8.1 (206)
3,179 (1441)
4,653 (2111)
39.2 (996)
90.5 (2299)
40
60
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Safety begins with a thorough understanding
of the equipment. Always make sure you and
your operators read the Operator’s Manual
before using the equipment. Pay close
attention to all safety and operating decals
and never operate machinery without
all shields, protective devices and
structures in place.

